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 PRODUCE 
NAME：   

 PRODUCT 
CODE：     

 SIZE：   
 RATIO：   
 COLOR：   

 

FX-W1100 is a two-component, rapid-curing, 

high-strength epoxy wood filler and multi-purpose 

repair adhesive. Its non-sag formula filling voids of 

wood rot, restoring strength and shaping damaged 

wood. Apply epoxy filler to the dry-rotted wood to treat 

it and lengthen its shelf life. 

As an adhesive with multi-purpose, it can be bonded to 

most surfaces, such as brick, ceramic tile, concrete, 

fiberglass, and stone. Can be applied on damp surfaces 

PRODUCT USAGE  

 Use to repair rotted wood. Fills voids left by dry-rot, nail holes, or missing wood 
- Can be used as a fairing compound.  

 Suitable for repairing wooden window frames and sills, rafter tails, exposed 
beams, decks, doors, floors, fences, boat hulls, and other wooden structural                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                        
and decorative elements. The restored wood can be primed and painted with 
water-based paint or other epoxy-compatible topcoat. 

 As a multi-purpose adhesive, it creates a high-strength bond to most surfaces, 
such as stone, concrete, ceramic tile, and fiberglass. 

Epoxy Wood Filler 
FX-W1100 
600ML 
1:1 
PART A- White  
PART B- Dark Gray 
MIXED- Gray 

ADVANTAGES 

 Rapid cure time in 3 hours at room temperature. 

 Non-sag, no-shrink formula for vertical and overhead applications.  

 Can be applied on damp surfaces and underwater. 

 Low odor, VOC-free and solvent-free.  

 Fast bond capability. Apply Filler over uncured sealer and the two will cure 

together once the sealer is tacky. 

TECHNICAL DATA SHEET 
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PROPERTY APPRAISAL Test Result 

Application Temperature 40°F and 110°F (4°C and 43°C) 

Color 
Part A (Resin) White: Part B (Hardener) Dark 

Gray; Mixed: Gray 

Mix Ratio 1:1 

Cure Time 
3 hours at 75°F initial cure; fully cured in 24 

hours 

Gel Time 26 minutes at 75°F (based on 60 gram mass) 

Working Time 
45 minutes at 75°F (nozzle) 

 4-6 hrs. at 75°F (bulk) 

DEW POINT 

  Beware of  condensation!   

Substrate temperature during  appl ication must be at least 10°C 

above dew point.  

APPLICATION CONDITIONS / LIMITATIONS  

TECHNICAL DATA 

SUBSTRATE & AMBIENT TEMPERATURE  

  +10°C min.  /  +43°C max.  

MATERIAL TEMPERATURE 

  Must be at a temperature of 

between +4°C and +43°C (40 °F~110 °

F)application.  

STORAGE CONDITION & SHELF-LIFE  

  24 months from date of production if  stored properly in o riginal  

unopened,  sealed and undamaged packaging in cool  and dry 

condit ions at temperatures between +5°C and +25°C.  

  Protect from direct sunl ight.  

**All  FX-W1100 cartridges have the manufacture date  printed on the label .**  
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APPLICATION INSTRUCTIONS  

 MIXING：   Part A :  Part B = 1  :  1 by volume 

 

1. Remove the protective cap from the adhesive cartridge and insert the cartridge into 
the recommended dispensing tool.  
**Before attaching the mixing nozzle, balance the cartridge by dispensing a small 
amount of material until both components are flowing evenly.** 

 
2.Screw on the mixing nozzle supplied with the cartridge after properly balancing the 
cartridge. Do not modify mixing nozzle. Confirm that the internal mixing element is in 
place prior to dispensing adhesive.  
**Take note of the air and base material temperatures and review the working/full 
cure time prior to injection.** 
 

STEP1.SURFACE PREPARATION  

Surface preparation will depend upon the application of the product. The wood being 

treated must be clean of all dry-rot debris, paint, dust, oil, and wax.  

**For good adhesion, ensure that the surface is clean without loose material and dust.** 

Make sure bonding surfaces are prepared and sealed with EPOXY WOOD SEALER 

FX-W2100 in advance of starting a new cartridge or mixing the Filler.  

 

 SIZE：   

 PART#：  

 CASE QTY：  

 PALLET QTY：  

 DISPENSING TOOL： 

600ml 

FX-W1100 

10PCS/ CARTON 

90 CTNS/ PALLET 

FX-GUN600/WT-296C96 

ORDER INFORMATION  

STEP2. INSTALLATION 

Dispense the initial amount of material from the mixing nozzle onto a disposable 

surface until the product is a uniform gray color with no streaks. Adhesive must be 
properly mixed in order to perform as published. 
**To form a long-lasting bond, apply Filler to uncured Sealer as long as the sealer 
becomes tacky. If practicable, schedule dispensing to consume an entire cartridge at 
one time without interruption of epoxy flow.  
For bulk, mix products with proper amount that can be used within the gel time.** 

STEP3.MIXING 
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NOTE: Cold area, product may become too thick. If product is too warm, the reaction will 

faster than normal. 

1. Before mixing Parts A and B together, thoroughly mix Part B in a clean bucket with a 

low-speed drill (400 – 600 rpm) that has a paddle attachment.  

 

2. Proportion equal parts by volume at an exact 1:1 mix ratio. FX-W1100 EPOXY WOOD 

FILLER uses 1 part by volume of component Part A and 1 part by volume of component 

Part B. Mix only the amount of material that can be used before the gel time expires.  

 

3. Mix completely with a low-speed drill, scrape the sides and the bottom of the 

container carefully while mixing. Keep the paddle below the surface of the material to 

avoid entrapping air. Entire mixing process will take at least 3 minutes. The material 

will be free of streaks or lumps under well-mixed. 

 

** Smaller batches may be mixed by hand in a graduated mixing cup with a paint stir 

stick. Mingle until the color is uniformly without streaks.** 

 

 

 

 Stain port locations approximately every 18” starting from the bottom of the crack. 

Discontinous Cracks 

 Stain port locations just above any discontinuous point in the track. 

 Space remaining ports may be required for cracks with multiple discontinuous 

locations. 

 

CAUTION:  
 Do not use expired product. 
 NEVER transfer a used nozzle to a new cartridge and DO NOT attempt to force 

adhesive out of a hardened mixing nozzle. 
 Make sure the work environment or substrate falls below 70°F (21°C) warm the 

cartridge to 70-75°F (21- 24°) before use. 

BULK MIXING/PREPARATION 
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F INA L ED IT ING D ATE： 2021 /06/02  

HEALTH AND SAFETY INFORMATION  

  Clean up:  Always wear appropriate protective equipment .  Use 
tools and equipment with a mild solvent to c lean uncured 
materials .  Cured material can only be removed mechanically.  
Dispose of  product in accordance with federal,  state and local  
regulations.  

  For information and advice on the safe handl ing,  storage and 
disposal of  chemical  products,  users shall  ref er to the most 
recent Material  Safety Data Sheet containing physical,  

ecological,  toxicological  and other safety -related data.  

LIMITATIONS AND WARNINGS  

  DO NOT dilute with solvents as this will prevent proper cure. 

  Cartridge balancing and other installation instructions must be strictly followed. 

(Refer to MPII) 

  Applying Filler over EPOXY WOOD SEALER prior to the sealer become tacky.       

  Product will cure slower in thinner film and/or colder temperature. Faster in a 

larger mass and/or elevated temperature. 

  Best when applied in increments at a thickness of 1 inch or less. A larger mass will 

generate excessive heat. For filling larger voids, a dry piece of scrap wood treated 

with EPOXY WOOD SEALER can be used as filler block, and attach it inside the void 

with wood screws. This process will allow a smaller mass of Filler to be used.  

  Exposed to sunlight undergoes discoloration. To ensure the expected appearance 

could be shaped, sanding and coating with water-based paint or other 

epoxy-compatible topcoat until the filler cured for more than 3 hours. 

  Product is not applied to repair weight-bearing structural elements.  

  Consult an architect. - NEVER leave mixed epoxy in an unattended open container 

as its thermolytic process generates heat and it will eventually heat-up and 

produce smoke 
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